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he March General Meeting was called to order by LIW Vice
President Corey Tighe at 7:15 PM. The session was in-person
at the Frank Brush Barn and included a live stream via Zoom.

ANNOUNCEMENTS The LIW 2022 Show is on! It has been tentatively
scheduled for September 17 – 18. It will be held at the Cradle of
Aviation. The Show Chair is Bill Leonhardt. We need volunteers to
build displays and exhibits, assist with setup and takedown, etc.
Interested members, please get in touch with Bill.
Members were reminded that the Adirondack Woodturners
Association symposium, Totally Turning 2022, will be held in Saratoga
Springs, NY, on March 26-27, 2022. Concurrently and at the same
location, the Northeastern Woodworkers Association (NWA) Fine
Woodworking Exposition 2022 will be presented.
Corey mentioned that the Smithtown Historical Society had contacted
Mike D. regarding the condition of the barn premises after our meetings. A water tap was left running, and a few tables and chairs had not
been stored properly. Mike assured the SHS there would be no repeat
occurrence. Mike developed a checklist and produced and distributed
it to the SIG presidents. Before and after each LIW meeting, the
checklist needs to be completed. Anomalies are to be reported to Mike
D. promptly.

THIS MONTH:
SECRETARY’S NOTES
LICFM
TURNERS GUILD
LISA
PUZZLE
LOCK, STOCK & DARYL

Corey reported that Roberts Plywood had been sold, and the new proprietors are not offering discounts to LIW members at present.

TOOL REVIEW

OTHER BUSINESS AND SIG MEETING SCHEDULES
Next General Meeting 4/6/2022
Topic: Building strip kayaks and canoes.
Next LICFM Meeting, Ben Nawrath, SIG Pres., 3/8/2022
Topic: Setup Aids. Blade and bit heights, alignments,
etc.
Next LIWG Meeting, Jim Moloney, SIG Pres., 3/10/2022
Topic: Turning a clock. Demo by Rob DeMarco.
Next LISA Meeting, Steve Kelman, SIG Pres., 3/17/2022
Topic: Chapter challenge – Double bowl pattern.
Next SSOW Meeting, Frank Napoli, SIG Pres., 3/29/2022
Topic: To be announced.
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TREASURER’S REPORT Treasurer Steve Fulgoni reported there were no expenses for February other than the usual
meeti ng rent. Steve also mentioned that he had received several checks for dues payments.
MEMBERSHIP REPORT Membership Director Joe Bottigliere indicated 70 LIW members still needed to renew for
the current year. Renewals are now considerably overdue. Please remit your payments immediately.
NEW MEMBERS Welcome to Chris Gee from Oakdale, Gregg Menier from Kings Park, and Jerry Tobin, who resides
in Holtsville. Be sure to check out our SIGs, gentlemen, and welcome aboard.
PRESENTATION Yours truly provided a talk about building bandsaw boxes. The discussion was aided by a
PowerPoint slide show which is available on the LIW website (https://liwoodworkers.org/wpcontent/uploads/2022/03/Building-a-Beta-Bandsaw-Box2932-compressed1.pdf). The reasons for considering
such a project were mentioned. These include the infinite design possibilities, relatively quick construction, and few
tools required.
The build steps were outlined. First, a suitable block of wood is constructed by gluing several layers of ¾” stock
together. A full-size pattern is subsequently attached to the block using spray adhesive. A bandsaw using a 3/16”
4TPI skip tooth blade is used to cut the wood by closely following the pattern. The back is formed by slicing off a
½” – 5/8” piece opposite the pattern side. Save the core section. A rough box is created by following the pattern
and sawing out the core. After the core has been removed, the box is formed by clamping and gluing the shell. The
back is then glued and clamped to the box. The ensuing box is lightly and carefully sanded on external surfaces only.
At this point, a ½” thick slice is removed from the saved core. Another portion of identical thickness is removed
from the other end of the core. A line is sketched which is about 3/8” from the edge of the remaining core, which
is shaped approximately like the letter U. Careful bandsaw work produces the walls and bottom of what will become
a drawer. The two ½” slices cut off previously are reattached to the U-shaped piece and comprise the front and rear
of the drawer. Carefully and lightly sand the drawer’s
external surfaces only.
The remainder of the discussion focused on flocking
internal sections and applying finish to the rest of the
project. And eureka! One bandsaw box has been
created.
APRIL 2022 MEETINGS
There will be a General Meeting at 7 PM on April 6,
2022, at the Frank Brush Barn and available via
Zoom. The presentation will be provided by
Raymond Seth Ehrlich on building strip kayaks and
canoes.
A Board Meeting has been scheduled for Monday,
April 18, 2022, starting at 7:00 PM. It will be held at
the Hauppauge Palace Diner, 525 Smithtown Bypass,
Hauppauge, NY 11788.
The General Meeting concluded at 8:30 PM.
Patti Lerner shows her double bowl
made with a scroll saw
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ȱ
ȱ
ȱ

2022ȱMEMBERSHIPȱRENEWALȱ
Completethisapplicationbyclearly printingtheinformationrequestedinthespacesbelow,and
returningthisform,alongwithyourcheckintheamountof$60.00 to:
Joe Bottigliere
1238 Church Street
Bohemia, NY 11716
Checks should be made out to the LongȱIslandȱWoodworkersȱ
ȱ

NAME:ȱ
Address:ȱ

ȱ

ȱ

ȱ ȱ ȱ

City:ȱȱ

State:ȱȱ

ZipCode:ȱ

ȱ _ȱ

Telephone:ȱ

ȱ

ȱ

-

EȱMailȱAddress:ȱ
EMERGENCYȱContactȱandȱTelephone#:ȱ

-

Primary woodworking interest:

_

Other woodworking related interests:

_

How would you rate your skill level:
What would you hope to gainfrom the club:

OTHERȱCOMMENTS,ȱSUGESTIONS,ȱEXPECTATIONS:ȱ

ȱ
ȱ

ȱ
YourȱMembershipȱDuesȱincludesfullȱaccessȱtoȱallȱofficialȱSIGS!ȱ
CABINETMAKERS;CARVERS;SCROLLERS;TURNERSȱ
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BOB WOOD

LICFM

NEW MEMBERS The March 8th meeting began with the introduction of new members. Richard from Farmingdale
inherited some basic tools from a relative. Richard has a small shop, one hundred square feet. Suggestions were made
of how to overcome minimal confines. Harry Slutter recommended Bora Centipede as a workbench. Ben said a
solid core door and a Workmate also work fine. The next new member, Jerry Tobin, is a shop teacher in Freeport
and is just starting with six students putting a shop together. Rob Demarco mentioned a shop teacher from the
Northport School district. Harry also knows a shop teacher from Elwood and is putting together an association of
Long Island shop
teachers.
ANNOUNCEMENTS Bill Leonhardt again mentioned the Annual Show scheduled for September 17th and 18th.

SHOW AND TELL Charlie Felson started by displaying his scrollwork project made from oak scraps.

The next presenter was Tom Ryan, who made some end grain cutting boards and a stand for one of them. The
boards are Maple and Walnut squares. Tom overestimated the material and made two plus enough left over for some
coasters with a holder. Tom got the ideas from YouTube, citing a gentleman named Steve Goode.
The topic of the evening was about setting up machines and jigs that help with projects. Rob Demarco, the topic
coordinator for the SIG, started by showing a very simple router and table saw the height and depth gauges. Rob
mentioned bar gauges made by Kreg, which were expensive, but he thought they were worth it. The bars measure
from 1/16th of an inch to 3/4 of an inch, and one can use those to set up various items on any machine. Rob also
LONG ISLAND WOODWORKERS
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had some blocks from IGauging. Rob also held up a magnetic jointer blade setup mechanism, but he no longer needs
it because he now has a Helix head on his jointer. Dial indicators were also brought up, and some were bought at
Harbor Freight and worked quite well for woodworkers’ purposes.

Bill Leonhardt bought some old irons he uses for weight when gluing veneer.
Ben Nawrath followed up on Rob’s comments about dial indicators. Ben mentioned that he had bought a grinder
that had been damaged, and when he got it home, the shaft was wobbling. Ben used a dial indicator to determine
where the out of roundness was. Ben used a file to round it out, and he got it back to round, eliminating the wobble. Ben also mentioned some Woodpecker bars used to parallel the miter slot with the saw blade. A small barbell
Is placed in a miter slot. Between the “weights,” bars are placed on each side of the “barbell,” centering the barbell. One can use the gauge and get the miter slots parallel to the blade itself. It’s a little expensive, but they work.
Bill Leonhardt gets the miter slot, and blade parallel on the left side of the table saw. Bill uses a dial indicator and
the fence to get the right side parallel.
Ben also mentioned a very inexpensive plastic angle protractor that can set angles of any degree—for example, tilting a bandsaw table to the blade.
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IGauging, a manufacturer, was highlighted a few times. One of I Gauging items was a pair of small Try Squares.
The same manufacturer also has a gauge for hand planes to set the depth. Marking gauges were also brought up. It
was recommended to get a marking gauge with a cutting wheel that can flush at the end. Joe Bottigliere likes the Tite
Mark marking gauge. Gary Mayhew also brought up a caliper with decimals, fractions, and metric scales. It’s made
by EZ Cal and can be purchased on Amazon. No, I do not have a controlling interest in IGauging.

Joe Bottigliere commented that Fine Woodworking had an article by
John White about using a piece of MDF longer than a saw blade. A
hole is drilled into one end of the MDF to fit the table saw arbor. The
MDF is rotated from front to back and measured. The measurements
are taken using a simple dial indicator jig in the miter slot. If need be,
the saw can be
adjusted accurately.

I realize this is a lot of information, and reading it all in one sitting may be too much, but there is just a little more.
Wixey makes a digital angle indicator that has a magnetic base.
Harbor Freight makes a machined jig to transfer a hole. It is
suitable for centering router plates. Lee Valley carries pinch rods
for measuring inside dimensions. Small engineer squares have
LONG ISLAND WOODWORKERS
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numerous applications. Wood blocks 3-2-1 inches are also used for spacing on various projects, such as shelves for
small storage.

A Brooklyn company, Tools for Working Wood, is a good supplier of various items. Gary Mayhew uses diamond
stone cards for sharpening turning tools and router bits.
My apologies for the lengthy report, but there was a good exchange of information.
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New guys introducing themselves to the
group. Bob Urso appears to be summoning a
superpower if some sort.

Treasurer Tom Ryan showing his cutting board
that he showed in process before, and the stand
he made for it.
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VP Rob starting the meeting showing his tool setup equipment.

El Presidente Ben showing his tool setup doodads.
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Bill L showing his home made table saw alignment tool.

Joe Botts showing his home
made alignment tool. Rob looking on saying “isn’t that cute?”
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PATTI LERNER

LISA

President Steve Kelman opened the March 22nd meeting.
ANNOUNCEMENTS Steve mentioned our member Carl Zajac is ill and suggested those who know him give a call.
NEW MEMBERS We welcomed two new members to our group; Chris and Jerry (sorry, I don’t know their last names
yet).
SHOW AND TELL The monthly challenge was a double “Yin/Yang” bowl.
Steve Kelman made a 1/2” thick bowl from ash and another from butternut, which is very lightweight.
Ed Piotrowski showed a large bowl of canary wood and padauk made by Jean.
Rolf Beuttenmuller made his double bowl from cherry and showed his intarsia project of the Bellport Ice Scooter.
Bob Carpentier showed two smaller intarsia pieces; one of a raccoon and the other of a wren and teacup.
Charlie Felson made intricate trivets that he had soaked in finishing oil to protect the wood.
Patti Lerner made her double bowl from walnut. Pat also created a kinetic key holder by designer Alex Fox and a
two-gear pendant from Steve Good. She also brought a large version (137%) of the double bowl from cherry, cut
out but unassembled, to demonstrate the assembly process.
DISCUSSION New member Chris asked for advice on which scroll saw to buy. Rolf suggested a pin/pin-less type.
There was a discussion of prices and the pros and cons of different brands.
We discussed the art of intarsia, mentioning designers Judy Gale Roberts, Sheila Landry, Jeannette Square, among
others. Sources of wood mentioned D&D Hardwoods, Roberts Plywood, and Ocooch Hardwood.
Bob Carpentier showed us a good book for beginners; “The Art of Intarsia” by Garnet Hall.
Our meeting concluded with the usual banter and getting to know our new members.

NEXT MONTH’S CHALLENGE The next challenge for April is TBA. Any suggestions? Email Steve Kelman.
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Ed Piotrowski showing a large basket that Jeanie made
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Rolf Beuttenmuller showing his
double bowl

Bob Carpentier showing his intarsia raccoon
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Charlie Felsen showing his butterfly trivet

Patti Lerner showing her two-gear pendant
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Patti Lerner’s double bowl cut from walnut
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BOB LERNER

TURNER’S GUILD

The March 10th meeting was called to order by the President, Jim Moloney.
NEW MEMBERS There were two new members in attendance. The membership welcomed Ryan and Fran from
Ronkonkoma. They own a lathe and scroll saw and are interested in learning more about woodworking.
ANNOUNCEMENTS Mike Josiah said that the virtual turning symposium had a lot of good information.
Many members said they would be going to Totally Turning in Saratoga on March 26th and 27th. There was not enough
interest to arrange for a bus.
Jim mentioned that the AAW symposium would be in Chattanooga, TN, from June 23rd to 26th.
SHOW AND TELL Rob DeMarco showed a very nice spalted maple bowl. He also made an ice cream scoop and a bottle
for his wife to give as gifts. The ice cream scoop was turned from osage orange, and the bottle opener from Peruvian
rosewood. Both had Mylands Friction Polish.
John Metz made two very nice pens. One was turned from redheart. The other was padauk. Pen wax was applied as a
finish.
Charlie Felsen made three beautiful bowls. One had a nice undercut rim; another was turned from spalted maple, and the
last one was cypress and finished with Odie’s Oil.
Bob Crespolini turned two boxes from tree limbs. They were made from walnut with colored epoxy added to fill cracks.
He also turned knobs for the lids from wood and colored epoxy. He applied a finish of shellac, 3E, and a homemade oil
and wax mixture.
DEMONSTRATION Rob DeMarco gave the demo. He turned a striking gimbal clock that was included in the May 2021
issue of Wood Magazine. The clock movement with necessary hardware is available on the Wood Magazine website for
$39.95.
He started by cutting a 1 ½” thick blank 4 5/8” in diameter for the inner ring and a 1” x 7 1/8” blank for the outer ring
using a bandsaw. He mounted each of them to the center of a wooden faceplate with double-sided tape. The tailstock
was then brought up to secure the blanks. Then using a square carbide chisel, he turned the OD of the inner ring to 4
½” and the ID to have a friction fit for the clock. Then, the outer ring was turned to have an ID of 5” and an OD of 6
7/8”. The rings were then marked for the base, finial, and gimbal mounting hardware.
Using a contrasting wood, a 3” x 3” x 4” blank was mounted between centers and turned to make the base. Using the
same contrasting wood, the finial was turned between centers from a 1” x 1” x 5” blank. The finial had a tenon turned
on the end to attach to the inner ring. The base was connected with a screw through the inner ring. The inner and outer
rings were attached with included brass spacers and hardware. Completing the project, the clock was pressed into the
inner ring.
Thank you, Rob, for an informative and interesting demo!
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Charlie Felson turned a
spalted maple bowl

Rob Crespolini with a lidded box
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Bob Lerner chooses a
raffle prize from Bob Urso

Rob DeMarco demonstrates turning a clock
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PUZZLE

MICHAEL R. MITTLEMAN

Show Me the Numbers
Michael R. Mittleman
How to play: Complete the numerical grid so that every row, column, and 3 x 3 box contains all
digits from 1 to 9.
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Solution to March
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BEN NAWRATH, MICHAEL
MITTLEMAN & DARYL ROSENBLATT

LOCK, STOCK & DARYL

Contributor: Michael Luciano
Website: YouTube
Presenter/Author: The Samurai Carpenter
Links: https://www.youtube.com/watch?v=zs9X-XzFGHI
Description: One of the fun sites I like to visit is the Japanese planing contest. The contest is for bragging rights as it would
be difficult to maintain that level of sharpness beyond 5 or 6 passes. The winners usually produce a shaving of about 5 microns.
An American, using a Japanese plane, did get down to 16 microns. I am not aware of anyone using a western plane getting
close to 5 microns.
Contributor: Mike Mittleman
Website: YouTube
Presenter/Author: Manor Wood Designs
Links: https://www.youtube.com/watch?v=Ol590UMTxBg&list=WL&index=13&t=352s
Description: Manor Wood Designs is located in the United Kingdom. They make high-end furniture and maintain an Etsy
presence. The video referenced above focuses on constructing a jig that guides handheld routers when cutting rectangular
shapes. The jig is interesting since it adjusts easily for varying width and length dimensions. Thus, dadoes, grooves, trays,
etc., are within its purview. The jig requires little construction since its parts comprise four 2080 aluminum extrusions
(20mm Tall x 80mm Wide or about ¾” Tall x 3” Wide) and eight connectors. 2080 extrusions are readily available in lengths
up to one meter (about 39”).
Contributor: Daryl Rosenblatt
Website: Joe Woodworker
Presenter/Author: Mr. Joseph Woodworker, Esq.
Links: https:// joewoodworker
Description: This site is both a “how-to” in veneering, with an emphasis on vacuum veneering, as well as a commercial site
where you can buy all sorts of veneer tools and accessories. It also has a link with htpps://veneersuppies.com, which I assume
they also own. Their inventory is very good (not as comprehensive or easy to wade through like other sites (look for them in
a future issue); I’ve ordered from them previously, and have been satisfied with the products I’ve gotten. Many sites sell veneer,
many others sell veneer tools; this is among the few that sells both (Constantine’s is another.
Contributor: Ben Nawrath
Website: NA
Presenter/Author: Rick E
Links: https://www.youtube.com/watch?v=JU-rncivcdk
Description: Roubo Folding Bookstand. This is the video that inspired me to give it a try, and to do the March 2017 club presentation. This is also a not so subtle reminder for Jim Clancy that it’s been 5 years since he said he would try it (SMILEY
FACE) The video is 8 minutes long, no words, just some calm music, and it tells you everything you need to know to make one
yourself. Notice the set screw on the marking gauge! Just what we talked about last month. Also notice his use of a ramp for
his chisel to get consistent 45 degree cuts. These things, along with his meticulous layout, make executing the project easier.
Valuable lessons. I’m also including a photo of my layout display on E size print I used for the presentation, I’ve screwed it to
the ceiling of my shop for posterity! I highly recommend giving this a try as much for the hand tool exercise as the finished
product. (Don’t tell anyone, but you can make some of the cuts with a scroll saw…)
LONG ISLAND WOODWORKERS

21

THE WOODRACK

JIM MOLONEY

NWA SHOW (SARATOGA)

Dennis Palumbo won 1st place in
CNC category for a lazy susan with
geometric carving filled with epoxy
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Leo Mielak won honorable
mention for a chest of drawers

Turners dinner at the
Ripe Tomato in Saratoga Springs
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MICHAEL MITTLEMAN

TOOL REVIEW

iGAGING® EZ-Check
Digital Height Gauge

H

ow about an inexpensive, easy-touse, and accurate
height gauge for your workshop? This tool helps set the
height of table saw blades
and router bits. It measures
wood thicknesses and assists
when putting a router table
fence a specific distance from
the bit. Easily. Accurately.
Reliably. Inexpensively.
The statistics of the device
include a range of 0”-5” /
0mm-125mm; three scales of
measurement (decimal thousandths of an inch, millimeters, and 1/64” fractions);
accuracy to 0.001”; and
allowances for ¼”, 3/8”, ½”
router bit shanks. It weighs 9
7/8 ounces. The body is
constructed of aluminum,
and the base is magnetized.
The display is powered by a
single CR2032 battery (two
included). Battery compartment access is gained from a release found near the set screw. Three buttons control the device. There are
On/Zeroing, hold, and mode buttons. The machine shuts off automatically after about 5 minutes of no use. There
is a set screw that can be used to prevent the display from moving.
A series of 22 measurements were taken to assess the accuracy and repeatability of the iGAGING® EZ-Check
Digital Height Gauge. Testing utilized the Rockler Precision Brass Setup Bars-Master Set to produce known, precise thicknesses. The brass setup bars range from 1/8”-3/4” and increment in 1/16” intervals. Each bar was testLONG ISLAND WOODWORKERS
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ed alone, then in a stacked configuration. Thus, the range of measurements ran from 0” (no bar) to 4 13/16” (full
stack of all bars). Results are as follows:

iGAGING®EZͲCheckTestResults




Cumulative Cumulative
Known Measured Difference Measured Difference
3/4
3/4
0
3/4
0
11/16
11/16
0
17/16
0
5/8
5/8
0
21/16
0
9/16
9/16
0
25/8
0
1/2
1/2
0
31/8
0
7/16
7/16
0
39/16
0
3/8
3/8
0
315/16
0*
5/16
5/16
0
41/4
0*
1/4
1/4
0
41/2
0*
3/16
3/16
0
411/16
0*
1/8
1/8
0
413/16
0*

*Requiredrepeatedtapsonthearmtoachievezero;
otherwise,1/64"differenceswerenoted.

When the brass bars were measured individually, no discrepancies occurred. However, at 3 15/16” and above, a
1/64” deviation was recorded. Repeated tapping on the display arm corrected the difference. Did a stray sawdust
flake contaminate the upper measurements? Did the combination of electronic and mechanical parts produce nonlinear measurements at the upper levels of the device’s working envelope? Only Lamont Cranston knows for sure;
I do not. The electro-mechanical explanation is suggested because the display self-corrected after tapping the arm
a few times, and no errors were found when measuring lesser thicknesses.
The conveniences of the large display screen and the fractional scale are notable. Workshop lighting and etched
scales on steel instruments can lead to challenging moments. Mixing measurements from ½, ¼, 1/8, and 1/16 scales
can be a pain. Throw in 1/32 and 1/64 increments? Fuhgeddaboudit! Opportunities for calculation errors abound.
Metric scale, anyone?
The iGAGING® EZ-Check Digital Height Gauge is available from ChipsFly at https://www.chipsfly.com/ezcheck-digital-gauge.htm for $42. Orders are filled and shipped quickly. If anyone is interested in the set of Rockler
Precision Brass Setup Bars-Master Set from Rockler Woodworking, see https://www.rockler.com/rockler-deluxebrass-setup-bars; they sell for $84.99.
I recommend this tool. The value and utility can’t be beaten.
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